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Smoother FT8 Mode Operation 
with Constantly Evolving Firmware 


One-touch FT8 mode preset 


’ ¢ «> Scroll mode automatically keeps the operating 
memory CS CD DVARPLY DV GW signal within the scope range 


Multi-function dial items are improved 
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PICTURE GPS DTMF \PRESET/ SET (New for IC-7300 and IC-9700) 
S Compatible with the AH-705 antenna tuner (for IC-705) 


Bieoot menu screen WLAN (Access point) function is added (for IC-705) 
And other updates for each model 


OMULTIGD 
even 1C-9700 _ RIT | ‘kHz PBT 


F/UHF ALL MODE TR 
POWER >. VFI OE TRANS: 3 
: é Bic)  \ 


TRANSMIT | = FM itt 


 @ MutT 
1c-7300 _ RIT 


POWER a “2 =~ 
‘ 4 r 1333) (Y \) 


TRANSMIT 


SPLIT AB vm 


43350000 “ij\. _==_@ 


SPLIT 


cA 

(Tuner } FCT 
PAMPER) | NOTCH PaveGm | |NOTCH é 

. ) VOX/8K-IN 

78K 

la ‘ + | ne NR Main yer SPECTRUM'SCOPE CENTER? Grid 1004/1 

PHONES om 


PHONES 


FUNCTION MSCOPE Quick EXIT 


(pe) peo pe pe 


HF/50/70 MHz TRANSCEIVER 144/430/1200 MHz ALL MODE TRANSCEIVER 


IiC—7300 iC—-9700 


Covers the 1.8 MHzto50MHzbands”  (feeeer ae 
(30 m or longer antenna: 1.8-54 MHz, ac g O70 
7 m or longer antenna: 3.5-54 MHz) Rare L 


Quick full automatic tuning 
Works with AA batteries/13.8 V DC® 


Compact design: 
190 (H) x 105 (W) x 40 (D) mm, 450 g* HF/50/144/430 MHz MULTIMODE 


; ee PORTABLE TRANSCEIVER 
IP54 water resistant construction” 


@ AH-705 @ ic-705 


Supplied Accessories * Coaxial cable (2m, BNC connectors) » Control cable (2 m) Supplied Accessories ° BP-272 Li-ion battery pack 


* OPC-2421 DC power cable 


* Terminal connector, PL-259 to binding post adapter 
+ HM-243 speaker-microphone 


for a long wire antenna °® 
* Mounting bracket (with a screw and washer) + DC plug 


” Grounding required. * Depending on operating conditions or environment, the tuner may not be able to tune the antenna. “13.8 V DC should be taken directly from an external power supply. 
“ Battery cells are not included. ~The connectors should be covered with adhesive tape or a jack cover to prevent water seeping into the connection. 
° PL-259 plug is supplied for Europe version, instead of Terminal connector. 
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